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 Step 1  Measure lift area and check for defects 
 
 Step 2  Cylinder assembly 
 
 Step 3  Position columns and uprights, level columns and install top  
   beam 
 
 Step 4  Install anchor bolts and re-level columns 
 
 Step 5  Install and adjust cables 
 
 Step 6  Install power unit, hoses and cut-off cable 
 
 Step 7  Install arms 
 
 Step 8  Install spin up pads and check height adapters 
 
 Step 9  Electrical hook-up 
 
 Step 10 Test and adjust lift 
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 Learn proper operation and recheck lift components 
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 Please read and follow the maintenance guide 
 � � � � � � 	 � � � � � 
 � � � � 
 � 	
 

 
 
  

 
 
 
 
 
 



MTP-11A LIFT 
-

�  

� � � � �  !" � # $ % &
% ' � & � �  !" � # $ % &

� ( � & )' * %
+ , - . / + 0 1 2 3 4 / 56 / 2 7 8 8 9 + 0 /

� ( � & )' * %

" ' * * � ' ) !

: ( � ; � ! " !� < ! * = ! '  > ! ' %

� � � � �  !# � " ? " � < ! *
; � ( ! *$ & � :

� � � � �  !! @ : ! & � � � &
% ' � & � �  !! @ : ! & � � � &

 
 
 
 
 
 
 



MTP-11A LIFT 
-

A  

 
CATEGORY           LOW                HIGH   

   
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



MTP-11A LIFT 
-

B  � C � � � � � � � � � � 	 �
 

¶ Do not install this lift on any asphalt surface. 
 
¶ Do not install this unit on any surface other than concrete conforming to 

minimum specifications. 
 

¶ Do not install this lift over expansion joints or cracks.  Check with building 
architect. 

 
¶ Do not install this lift on a second floor with a basement beneath without 

written authorization from building architect. 
 

¶ This lift is only as good as the floor you put it on.  A good level floor is 
recommended for proper lift operation and installation.  Cement should be 
minimum of 4ò thick and 3,000 psi tensile strength with steel or fiber mesh 
reinforcement. 

 
¶ The lift is intended to raise the entire body of the vehicle only.  Do not 

attempt to lift only part of the vehicle.  Improper use of this equipment 
could result in damage to the lift, yourself or other property. 

 
¶ The lift is intended to lift vehicles only.  It is not designed to lift any person 

or equipment containing persons. 
 

¶ All persons using this equipment should be qualified, responsible persons 
and should follow the operation and safety guidelines set forth in this 
manual. 

 
¶ For specifications on concrete pads, please call for technical assistance. 

 
¶ Improper installation can cause damage or injury.  Manufacturer will 

assume no liability for loss or damage of any kind, expressed or implied, 
resulting from improper installation or use of this product.  Read the 
installation and operation manual in its entirety before attempting to install 
the lift. 
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The first step to any successful installation is to measure the bay for correct 
positioning of the lift.  Measure the width of your doorway and divide it by two.  
This will give you the center of your doorway.  Make a mark on the floor at the 
center of the doorway and measure from the sideðwall to center mark.  Note the 
distance and measure the same distance from the side wall at the front of the 
shop.  Now snap a chalk line between the two marksðthis is the center line for 
your lift. 
 
Measure 74ò from the center line to each side of the center line at front and rear 
of shop.  Snap two more lines.  These are your liftôs outer dimensions (see Figure 
1). 
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Measure 12ô  from each side of the shop door, snap horizontal chalk line as 
shown.  Use square and measure 12ò from each side of previous chalk line on 
each side and snap horizontal chalk line as shown 
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With the column laying down, slide Extension onto column and line up holes.  
Use 3/8 x Ĳò long bolts, washer and lock washers.  Tighten.  (see Figure 3.) 
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Assemble Cable lock bracket to extensions using hardware supplied.  
 

 
Examine the area where your lift is going.  Check for large cracks in the floor, 
expansion joints and for overhead obstructions.  If either column is going to sit 
across or on top of an expansion joint, you may need to move the lift to a 
different location. 
 h i j k l È p v x r p v u w � y x r u | s w u � v s x u w r p q v ~ | u s x v u s w x z { n � p � s y ou É � s y w � p y Ê p � y x p � v s � Ë u � s � Ì � Í p q } � v v y u u ~ s x v u s w x � � Î p n q y p | w x � q � x u ~ � u � v � y Ër u � Ë r x �
 
Position the columns as shown in Figure 6. Using a four foot level, Ĳò flat 
washers and shims provided, shim the columns level, front-to-back and side-to-
side. 
 

                          

Ï Ð Ñ Ò Ð ÓÔ Õ Ñ Ð Ö × Ø Ù Ú Û Ü

 
 
 
 
 



MTP-11A LIFT 
-

� Ý  

 
You will need a rotary hammer with a Ĳò carbide masonry bit (most rental outlets 
carry them).  Do not use a regular drill and bit! 
 
Your floor must be a minimum of 5ò thick and 2,400 psi concrete or better.  Using 
you rotary hammer, drill twelve Ĳò holes.  Drill through the floor and hammer the 
anchor bolts in half-way (install the nut and flat washer on the bolt before placing 
them into the hole). 
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Recheck the level of each column and place shims around or beside each bolt 
and wherever there is space.  Hammer the anchor bolts all the way down.  Using 
a torque wrench, tighten the anchor bolts to 110 in-pounds of torque 

.  Recheck the level of the columns.  If the 
columns are off, loosen the anchors and use a pry bar to tilt the columns and 
shim as needed.  Retighten and check again.  Now tighten the bolts on the 
uprights.  With all bolts tights and the columns as close to level as you can get, 
you will have a good solid installation and years of trouble-free service. 
 
 

 
Using two people, a fork-lift or shop crane, lift each carriage to the second or 
third lock.  Allow each carriage to rest on the locks and measure each side to be 
sure they are at the same height.  Unwrap the two large cables and separate 
them.  Remove the four Ĳò lock nuts and four Ĳò thin flat washers.  Place nuts 
and two flat washers on each carriage so they are easy to get at. 
 
Route cables per diagram. See figure 7  
 
With both cables in place, you are ready to adjust.   Start on the left side.  With a 
pair of vice grips, grab the bottom of the rod whose threads are pointing up.  
Place a deep socket on the nut and tighten it until the opposite side raises ıò.  
Tighten the other side the same way until it comes back down ıò and then give it 
one full turn.  Both cables should now have the same tension. 
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Install Single point lock cable as shown.  Route from Offside lock pulley up to 
pulley on Extension across to other pulley down to Mainside lock pulley.  See 
Figure 8. 
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Install Limit Switch and cut-off bar as shown. 
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Unpack the power unit from the box and remove the wood shipping board.  
Inspect the power unit for damage before continuing.  Remove the plastic cap 
from the 3/8ò port on the side of the pump and install the o-ring fitting found in the 
parts box.  Screw in the ñTò fitting until the O-ring touches the pump and the ends 
are facing the top of the motor and the bottom of the tank.  Then use a 11/16ò 
wrench to tighten the locking nut and assure a good seal.  Next unscrew plastic 
cap from the tank.  Place a funnel in the hole and fill the tank with 5.0 gallons of 
AW32  (10W) hydraulic oil.  See Figure 10. 
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Locate the four 5/16ò x 1ò bolts, four nuts and four lock nuts in the parts box.  
Place the four bolts in the four holes on the mounting plate on the column, then 
place the four nuts hand-tight onto the four bolts.  Hang the power unit on the 
four bolts and put the four lock nuts in place to hold them.  Tighten the four nuts 
first, then the lock nuts. 
 
Unpack the long hose and connect one end to the fitting at the back of the left 
column.  Run the hose up and over the top thru hole in extensions.  See figure 
11. 
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