Mobile Single Column Lift

INSTALLATION AND OPERATING INSTRUCTIONS
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Be sure to read the operating instructions before operating your lift!

Getting Ready

Make sure you have made all necessary measurements to assure that your lift will fit in your shop /
garage and accommodate the car you intend to lift with it. Make sure you have enough clearance at
the top, and enough width to allow walking around. And make sure he knows what the circuit
requirements are (220 volt, single phase, 30 amp).
43 5/16 “
1100 mm

\

F 3

o

37 mm

s
by

95/16 “
2

1800 mm
70 7/8 “

11 15/16 “




69 5/8 “
17680 mm

2600 mm
102 3/8

4

100 5/8

Make sure you have someone to help you. The
pieces to this lift are big, heavy, and
cumbersome. The lift column weighs about
320 pounds by itself. Base plate and arms all
weigh a couple of hundred pounds apiece. It is
possible for two people to install this lift if
they have the appropriate lifting and handling
equipment, but it is definitely easier and faster
if there are several people available to help
manhandle the pieces into place. As with any
activities involving big heavy materials, safety
must be uppermost in your mind. This lift is
more difficult to install than some of our other
units because of its one-post design, but this
very design makes it extremely effective for
shop and residential garage use. With proper
preparation and installation, you will be very
pleased with this lift.
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